4-December-2020

David Albright

Manager, Groundwater Protection Section

U.S. Environmental Protection Agency, Region IX
75 Hawthorne Street

San Francisco, California 94105

RE: Response to Technical Evaluation Comments and Information Request
#4 for Underground Injection Control (UIC) Permit Application Class VI
Pre-Construction Permit Application No. RQUIC-CA6-FY20-1

Dear Mr. Albright,

Clean Energy Systems, Inc. (CES) thanks you and the staff at the United States
Environmental Protection Agency (EPA) for your consideration and review of
our Class VI Pre-Construction Underground Injection Control (UIC) Permit
Application for the Mendota site. Please find the attached enclosures in
response to your recent Technical Evaluation Comments and Information
Request #4, dated 28-October-2020, covering the proposed testing and
monitoring activities, and the proposed construction and plugging procedures
provided in Attachments B, C, D, E, and G of the subject permit application.
CES worked with technical experts at Schlumberger to develop the responses.
For completeness, we directly responded EP&’s Guastions/ Reguests within

each Enclosure, in g

The enclosures are organized into multiple sections. The first provides
additional information and clarifications based upon your feedback. The next
sections address each of the EPA’s Enclosures directly. Finally, the Appendices
provide updated figures, schematics, and describes requested testing
procedure and clarifications.

If you have any questions related to the content of this response or wish to
discuss these matters further, | can be reached via email at
rhollis@cleanenergysystems.com.

Sincerely,

R

Rebecca M. Hollis
CES Director of Business Development — CNE

www.cleanenergysystems.com
3035 Prospect Park Drive, Suite 120, Rancho Cordova, California 95670
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Enclosures

CC (via email): Keith Pronske, CES President & CEQ
Natalie Nowiski, Schlumberger NE CCS BD and Legal Counsel
Vivian Rohrback, Schlumberger SIS Project Manager

www.cleanenergysystems.com
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1 Introduction and Additional Information
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Fuble -1, Summary of inconsisiences addressed.

Summary of Inconsistences Addressed

Section

IEPA Inconsistency in Black
Text

CES Clarification

2.1 Carbon Dioxide Stream
Analysis

Two additional parameters
related to injectate analysis are
mentioned in some portions of
the QASP: total hydrocarbons

THC, ppm v/v as CH4) and
sulfur dioxide (SO:, ppm v/v).
For example, they are
mentioned on pages 21 and 35;
but are not included in the
summary of analytical
parameters for the CO:stream in
the QASP (Table 6).

2.2.1 Corrosion Monitoring

[t appears that the carbon steel
composition of the coupon for
corrosion monitoring of the long-
string casing (surface) in Table 5

from Attachment C) is not
representative of the materials,
both chromium alloy steels,

fact be used at depth, given its
label, and an equivalent surface
long string casing is not listed in
Table 2 of Attachment G.

identified for the long-string casing
in Table 2 (from Attachment G). It |:
is not clear if the long-string casing
surface) listed in Table 5 would in

2.2.3 External MITs

At least one of the MITs must be
an approved tracer survey such as
an oxygen- activation log or a

hliernate test is approved by the
EPA Administrator.)

temperature or noise log, unless an

2.6.1 CO; Plume Monitoring

unclear as to whether time-lapse

surveys (or both) are planned. If
CES only plans to perform time-

will need to extend into the post-

The Testing and Monitoring Plan is|

VSP surveys or 3D surface seismic |

lapse VSP, this monitoring activity

Schlumberger-Private
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injection phase, and the imaging
will need to encompass an area on
the larger end of the range CES
identifies in order to encompass the
entire 2.5 square mile AoR.

3.1 Injection Well Construction

Tables 10 and 14 in the narrative
brovide casing
design specifications and

details. The text states that grades |,

s L-80 for the intermediate casing
hnd long string casing but T-95 is
listed in the tables.

3.5 Injection Well Plugging Plan

Clarification on

why EverCRETE is not planned to
be used for plugging and
abandoning the wells.

3.5 Injection Well Plugging Plan

The plugging procedures state that
the test pressure should be
maintained +/- 10% for 30 minutes
in order to pass the test (page 8).
The well test pressure during the
plugging procedure should not
change more than S percent in 30
minutes.

Schlumberger-Private
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Tuble 12 Fovmation description and intended use.

Primary Formation Description and Intended Use
Formations of

Interest
(sarzas Sandstone The Garzas Sandstone member of the Moreno formation represents a
major deltaic complex and overlies the Moreno Shale. This zone will be
itored for abov fini 1gration of CO

First Panoche Shale The First Panoche Shale is intended (o be the primary confining zone
Primary Confining Zone that will vertically contain most or possibly all the injected CO..

Because 1t is relatively thin (127 f1) and because its lateral continuity is

unproven, this formation is nol being relied upon Lo contain all the

injected CO» Currently, this formalion is interpreted o be continuous
ithin th 1 i

Fourth Panoche Although not the tarset of this project currently, this formation may
Potential CO» Injection have potential in the future for COs Injection.
Formation

Page ¢
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2 Enclosure 1

Evaluation of Proposed Testing and Monitoring Activities at the
CES-Mendota Class VI Project

This testing and monitoring evaluation report for the proposed Clean Energy Systems (CES)-Mendota
Class VI geologic sequestration project summarizes EPA’s evaluation of the testing and monitoring CES
proposes to conduct during and following injection operations. Due to the similarities of certain
monitoring activities (¢.g., groundwater monitoring and plume and pressure front tracking) to be
performed in the injection and post-injection phases, these activities (as described in Attachments C and E
of the Class VI permit application) are evaluated in a single report. This review also identifies preliminary
questions for CES.

CES notes that they will report the results of all injection-phase testing and monitoring activities in
compliance with the requirements of 40 CFR 146.91. The results of post-injection testing and monitoring
results will be submitted to EPA in annual reports within 60 days following the anniversary date of the
date on which injection ceases.

2.1 Carbon Dioxide Stream Analysis
CES will sample the carbon dioxide (CO-) stream on a quarterly basis at a location after the last stage of

compression. The table below summarizes the analytical parameters that CES proposes for monitoring the
COz stream (from Table 1).

Parameter Analytical Method(s)!

Oxygen ISBT 4.0 (GC/DID)
GC/TCD

Nitrogen ISBT 4.0 GC/DID
GC/TCD

Carbon Monoxide ISBT 5.0 Colorimetric
ISBT 4.0 (GC/DID)

Oxides of Nitrogen [SBT 7.0 Colorimetric

Ammonia ISBT 6.0 (DT)

Hydrogen Sulfide ISBT 14.0 (GC/SCD)

COz Purity ISBT 2.0 Caustic absorption Zahm-Nagel
ALI method SAM 4.1 subtraction method (GC/DID)
GC/TCD

Note 1: An equivalent method may be employed with the prior approval of the UIC Program Director.

There are no EPA-approved analytical methods for COzinjection streams. The analytical methods CES
proposes to use appear to be from the International Society of Beverage Technologists (ISBT). All of
these analytical methods, except ISBT 6.0 have been employed for other CO2GS projects, so there is EPA
precedent for their use in EPA Class VI permits.

Most of the proposed analytical parameters match the results of a gas stream analysis that 1s presented in
Table 8 of the permit application narrative (replicated below). The application notes that the gas stream
will contain 96.78% CO2with some impurities. It is unclear when this sample was taken.

Page &
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Injectate Composition (Mass Fractions)

From Table 8 of the permit application
H20 0.002245
02 0.011536
H> 0.000164
2 0.001475
CO 0.005322
CO2 0.967834
AT 0.01119
NO 9.01E-05
INO2 9.03E-08
H2S 0.000144
INH3 1.93E-10

QA procedures for all of the analytical parameters proposed for the COzstream analysis are documented
and described in the QASP (Section A4a). Two additional parameters related to injectate analysis are
mentioned in some portions of the QASP: total hydrocarbons (THC, ppm v/v as CH4) and sulfur dioxide
(SO2, ppm v/v). For example, they are mentioned on pages 21 and 35; but are not included in the

summary of analytical parameters for the CO2 stream in the QASP (Table 6).
{nestions/Reguests foy CES:

o inaddition fo the proposed injeciate anadyi
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2.2 Injection Well Testing

The subsections below describe the planned quarterly corrosion monitoring; continuous recording of
injection pressure, rate, and volume to evaluate internal mechanical integrity; and annual external MITs
that will meet the requirements at 40 CFR 146.90(b), (c), and (e).

2.2.1  Corrosion Monitoring

CES proposes to conduct corrosion monitoring using the coupon method. The coupons will be exposed to
conditions similar to those in the borehole, in a parallel flow-through pipe arrangement containing the
stream of high-pressure CO:at a location downstream of processing equipment and just upstream of
actual injection into the well. According to CES, the samples will be handled and assessed in accordance
with ASTM G1-03. The coupons will be inspected prior to testing and will be removed and inspected on a
quarterly basis. Inspection equipment will be able to dimensionally measure at a tolerance of 0.06001
inches, to weigh at a tolerance of 0.0001 gram, and to photograph or visually inspect at a level of at least
10X magnification.

The proposed coupons will be composed of the materials summarized in Attachment C, Table 5, as
excerpted below:

List of equipment coupons with material of construction (Table 5 of Attachment G)

Equipment Coupon Material of Construction
Pipeline Carbon Steel

Long String Casing Carbon Steel

Long String Casing Chrome Alloy

Injection Tubing Chrome Alloy

Wellhead Chrome Alloy

Packer Chrome Alloy

The materials identified for corrosion monitoring were compared to the list of proposed construction
materials for the injection well, Mendota INJ 1, and are shown in Attachment G, Table 2, Casing
Specifications, Table 3, Packer Specifications, and Table 4, Injection Tubing Specifications, and
excerpted below:

Page it}
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Casing specifications (Table 2 of Attachment G)

1RG0 16 15.61 84 Ne¢ Yong 2613 4330 1486
.73 9764 55.5 & E 3613 4548 4020

7 $.520 38 T-43 Type § 2613 12839 13430

7 5.520 8 TN 85Cr3 1452 12838 13430

As noted in Table 2 of Attachment G, the conductor, surface, and intermediate casing will be composed
of carbon steel, grades B and N8O. The long-string casing will be composed of alloy steel, grades T-95
and TN 95, containing relatively high chrome content.’

It appears that the carbon steel composition of the coupon for corrosion monitoring of the long-string
casing (surface) in Table 5 (from Attachment C) is not representative of the materials, both chromium
alloy steels, identified for the long-string casing in Table 2 (from Attachment G). It is not clear if the
long-string casing (surface) listed in Table 5 would in fact be used at depth, given its label, and an
equivalent surface long string casing is not listed in Table 2 of Attachment G.

Injection tubing 9430 a5 2.992 9.2 1.80Cr13 fong Jitet 10540

The proposed injection tubing for the injection well will be composed of L8OCr13, or Crl13L80, an alloy
steel with high chromium content, for which the proposed coupon in Table 5 is representative.

Packer specifications (Table 4 of Attachment G)

Uhtipa: /v coniabioy comVprodnots/erade/ 93

Jdatashest/eR 2607 Glenans-tn-95

fnstals wlprospectonso

Page i}
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apse Rating (ps
133.12@250degF 3600 A

Similarly, the coupon proposed in Table 5 for the packer is representative of the Super 13Cr steel alloy
proposed for the packer in the injection well.

Although the materials of construction for the pipeline and wellhead are not described in Attachment G, it
1s assumed that coupons would be selected to represent these materials.

In addition to the corrosion monitoring described above, CES proposes to perform casing inspection logs
(CILs) to measure the thickness of the injection well casing at the subsurface (as described on page 17 of
Attachment C, and on pages 15 and 18 of Attachment G). (See also the summaries of MITs in Tables 5
and 6 of Attachment G.) The proposed CIL would be performed prior to injection, and at one year
intervals thereafter. CES proposes the following logging tools for this testing: ultrasonic imaging
(PowerFlex), magnetic flux leakage (MFL), casing bond log (CBL) and electro-magnetic imaging
(EMIT). A reduction in thickness of more than 20% of API standard thickness would prompt further
investigation.

Oneestions/Reguests for CES:

o Plegse pevise the fist of casing strings and materials in dtachment O, Table § to reflecs

Astachment G, Table 2, Casing Specifications. For example, please provide a coupon marerial

& F

e N . SN R
represe G Lo

g casing dsurface

T T SN ) o SO T BTN | R e
s Hist of construction materiols s ineline and wellhisad so that

{ {
they can be compared o the praposed coupon mates

an festing program,

2.2.2  Continnows Monitoring fo Evaluate Internal Mechanical Inteority
£ By o)

CES proposes continuous monitoring of temperature and pressure via gauges at three locations within the
injection well: (1) at the surface, (2) in the tubing at the packer, and (3) from the surface to the tubing
packer, via distributed temperature sensing (DTS) fiber. The continuous monitoring program is
summarized in Table 2 of Attachment C, as excerpted below.

Monitoring Injection Rate and Pressure: injection rate and pressure will be monitored via the electronic
temperature/pressures gauges connected to the distributive control system (DCS). The DCS will ensure
that maximum pressure of 2,026 psi at the surface and of 5,677 psi at the bottom hole are not reached.

Page i2
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Monitoring Annular Pressure: the annulus will be filled with brine during injection operations. During
injection, the surface injection pressure should always be at least 1,142 psi, as noted on page 14 of
Attachment C. During shutdown, the surface annulus pressure must maintain the 100 psi difference
between the annulus and the casing. The proposed annulus monitoring system, composed of the
continuous pressure gauge, the head tank, two sets of pressure regulators, and a flood level indicator, will
maintain an annulus pressure between 1,100 and 1,200 psi (see page 14 of Attachment C).

Table 2: Sampling devices, locations, and frequencies for continuous monitoring.

Parameter Device(s) Location Min. Sampling  Min. Recording
Frequency Frequency
[njection pressure Surface 10 seconds S minutes (3)
[njection pressure ) ) 10 seconds S minutes (3)
Reservoir - Proximate
to packer
[njection rate Surface 10 seconds S minutes (3)
[njection volume Surface 10 seconds S minutes (3
\Annular pressure Surface 10 seconds S minutes (3)
COn stream temperature Surface 10 seconds S minutes (3)
Temperature Reservoir - Proximate {10 seconds S minutes (3)
to packer
Temperature/Acoustic DTS/DAS |Along wellbore to 10 seconds 1 hour
packer
Annulus fluid volume Surface 4 hour 24 hour

It appears that the annulus pressure of 2,126 psig proposed in the Table of Injection Well Operating
Conditions, in Attachment A is higher than the range of pressures, of 1,100 psi to 1,200 psi, to be
maintained in the annual pressure monitoring system described in the Testing and Monitoring Plan (see
bottom of page 14 of Attachment C).

Duestions/ Reguests for CES:

2 describe move explictily she locotion/depth of the pressuve/lemperature ganges of the

o Plegse explain the dizorepancy bevween the annlus pressuve to be maintuined in the anmdus

monitoring system, of 1108 psi 1o {208 psi, and the proposed operating anmihis pressure of 2126
4

i in Asechment A

Page i3

Schlumberger-Private

ED_006132B_00000656-00015



Clean Energy Systems Permit Application No. ROUIC-CAB-FY20-1 — EPA Response 4 - Dec 4, 2020

Considerations based on the results of Pre-Operational Testing/Modeling Updates:

s The moaximum pressyve thresholds idenified for continuous monitoring ond the anmufus pressurs in
§ T

b

Artgchment Umay need io be adiust

edd bazed on the determingtion of findd permit conditions,

L

2.2.3  Fxternal MiITs

As described in the pre-operation testing plan in Sections 4 and 5 of Attachment G, in addition to
deviation checks to be conducted during well construction, CES proposes to perform MITs in both the
mjection well and the deep monitoring wells (ACZ 1 And OBS 1, which are described in the section on
Groundwater Quality Monitoring below), in compliance with the regulatory requirements as summarized
in Tables 5 and 6 of Attachment G, excerpted below.

Summary of the Mendota INJ I MITs and pressure fall-off tests to be performed prior to injection (Table

Class VI Rule Citatio Rule Description Test Descriptio Program Period
40 CFR 146.89(a)(1) MIT - Internal Pressure test Prior to operation
40 CFR 146.87(a)(4) MIT - External Pressure test Prior to operation

Casing inspection Ultrasonic
40 CFR 146.87(a)(4) MIT - External and CBL Prior to operation
40 CFR 146.87(e)(1) Testing prior to operating Pressure fall-off test Prior to operation

MITs to be performed on the deep monitoring well(s), MendotaOBS I and
Mendota ACZ 1 (Table 6 of Attachment G)

uie pescriplio CSCriptio rogram Ferio
MIT - Internal Pressure test Prior to operation
MIT - External Pressure test Prior to operation

Casing inspection, EMIT,

MIT - External MFL, Ultrasonic and CBL

Prior to operation

Testing prior to operating Pressure fall-off test Prior to operation

During injection operations, CES proposes conducting at least one of four MITs to confirm external
mechanical integrity as summarized in Attachment C, Table 8, which is excerpted below. (Note that, per
40 CFR 146.89(c), at least one of the MITs must be an approved tracer survey such as an oxygen-
activation log or a temperature or noise log, unless an alternate test is approved by the EPA
Administrator.)

Page i4
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Table 8: Mechanical integrity testing (MIT).

Test Description Location
Along wellbore using Distributed Temperature Sensing (DTS)

Temperature Log / Survey or conventional wireline well log
Oxygen Activation Log Wireline Well Log
Pulsed Neutron Logging Wireline Well Log

A A A Along wellbore using Distributed Acoustic Sensing (DAS);
Acoustic (or Noise) Log/Survey coupled with DAS equivalent or conventional wireline well log
Temperature Log/Survey

Oxygen activation logging, temperature logging, or acoustic (or noise) logging procedures are described
in Attachment C, Section 7.2.1.3 (oxygen activation), Section 7.2.1.1 (temperature), and Sections 7.2.1.5
and 7.2.1.6 (noise). In Section 7.2.1.4, CES proposes testing using pulsed neutron logging.

CES proposes performing these tests annually, which is consistent with the Class VI requirements. The
proposed pulsed neutron logging would occur, as described on page 23 of Attachment C, on a quarterly
basis for 18 months after authorization, and then annually.

Puestions/Requests for {ES:

o Flease justfy the use of pulsed gotivarion logging ay an alrernative (ool bevond the MET:

af 0

ne fesis ideni

Berorpes By s i 3 e fevsades fas 2 dio Tl er i SO O S S £ JIPTS A o
described T8 8% s, or clavify in the | s and Moniioring Plan that af least nne of

b
e

CER 140,89 will be perfovmed sach year.
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2.3 Pressure Fall-Off Testing

CES described nearly identical PFOT procedures in the Testing and Monitoring Plan and in the
Construction Plan (Attachment G). See the construction and plugging evaluation report for the results of
our review of the PFOT procedures. At the conclusion of the reviews, the Testing and Monitoring Plan
will need to be revised to address any issues identified.

CuestionsReguests for CES:

o The tosting and monwitoring plan guotes the Class VI Rule vequirement that a PFOT be performed
ab least every 5 vears, It also states {undey “Timing of Falloff Tests and Report Subnmission 7}
that fallof tests must be sonducted annually. Please clarify the planned frequency of PROTs
durmg the injection phase.

2.4 Groundwater Quality Monitonng

CES plans to monitor groundwater quality above the confining zone using direct and indirect methods.

Direct Groundwater Quality Monitoring

CES plans to perform direct groundwater quality monitoring via four (4) shallow groundwater monitoring
wells (GW1, GW2, GW3, and GW4), a USDW monitoring well (USDW 1), and an above confining zone
monitoring well (ACZ1).

The approximate locations of the monitoring wells are shown on the map on the left in the figure below
(from Figure 1 of Attachment C). The locations are preliminary and are expected to be refined as the
project develops.

« GWI1,GW2, GW3, and GW4 are shallow groundwater monitoring wells used to monitor the
quaternary/shallow aquifers around the site that are sources of drinking water. CES plans to
sample in one interval. The precise depths of these groundwater monitoring wells will be
determined when the groundwater characteristics of the site are better understood, but they are
expected to be somewhere between 50 and 500 feet deep.

*  Mendota USDW 1 will be used to sample from the Santa Margarita or the base of the USDW,
and it will be located within 1,000 feet of the injection well.

The ACZ1 monitoring well will be completed in the Garzas Formation or the first permeable
sandstone above the Moreno Shale (confining zone). The well will be in the up-dip direction of
the Moreno Formation, or in the event a potential fault is identified on the 3D seismic within the
AoR CES states that “the well will be in the direction of the fault intersection of the Moreno
formation.”
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* In addition, the Mendota OBS 1 monitoring well will be completed in the Panoche Sand and will
be used to monitor plume migration. See “CO2 Plume Monitoring,” below.

Location of monitoring wells Delineated AoR

The map of monitoring well locations can be compared to the expected extent of the plume after
20 years, as shown on the map to the right of the figure above (from Figure 12 of Attachment B).
While the scales of the maps in the plans are different, they have the same legend and it appears
that the monitoring wells will be located within the defined AoR and in the anticipated direction
of plume and pressure front movement. The suitability of these proposed locations will be
refined as the AoR modeling evaluation proceeds.

CES indicates that the precise locations of the wells will be determined in future phases of the
project (it is unclear what this means relative to construction of the injection well and pre-
operational testing). However, the location and construction of the wells will need to be
approved prior to issuing a Class VI permit. This is typically included with the permit to
construct the injection well; if this is not possible, the permit will need to include conditions such
that authorization to inject cannot be given until a separate review of the monitoring well
locations and their construction is performed. CES should note that the Central Valley Water
Board indicated that any newly drilled monitoring wells must be approved by the Water Board
and, while existing wells would not need to be approved, the Water Board expressed interest in
any plans to use existing wells as monitoring wells.

Groundwater quality monitoring above the confining zone will include baseline monitoring and
monitoring during the injection and post-injection phases of the project:

. Baseline fluid sampling at the shallow monitoring wells (GW1, GW2, GW3, and
GW4) and USDW 1 will occur quarterly for at least one year prior to injection.

. Baseline fluid sampling at Mendota ACZ 1 will occur during well construction and
once prior to injection.

. Injection phase groundwater quality sampling and monitoring will be performed
quarterly in GW1, GW2, GW3, GW4, and USDW 1 and annually in ACZ 1
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. During the post-injection phase, monitoring in GW1, GW2, GW3, GW4, and
USDW 1 will be quarterly for 3 to 5 years post-injection and then annually
afterwards. Monitoring in ACZ 1 will be annual for years 1 through 3, then in years

5,7, and 10 after injection ceases.

Table 6 shows the planned monitoring methods, locations, and frequencies for groundwater
quality and geochemical monitoring above the confining

Table 7 of the Testing and Monitoring Plan (replicated below) identifies the analytical and field
parameters for groundwater sampling above the confining zone. CES proposes to analyze for the same
parameters in Table 2 of the PISC and Site Closure Plan. Groundwater quality analytical methods are all
EPA-approved Methods and are addressed in the QASP.

The parameters appear to be appropriate for groundwater quality monitoring needs for GS
projects, and are consistent with other Class VI monitoring programs. It is recommended that
CES add zinc to the groundwater quality monitoring parameters to complement the monitoring
of other commonly occurring heavy metals (Cu, Pb, Cr, Co). Note that, as additional information
is gathered based on the reviews of other parts of the permit application or pre-operational data
collection, recommendations or requirements for additional analytical parameters may be

provided.

nalytical Methods

Quaternary / Shallow strata sources of drinking water

Cations: 1CP-MS,

Al Ba, Mn, As, Cd, Cr, Cu, Pb, Sb Se, 7, and Tl EPA Method 6020

Cations: ICP-OES,

Ca, Fe, K, Mg, Na, and Si EPA Method 6010B

Anions: lon Chromatography,

Br, Cl, F, NO3, and SO4 EPA Method 300.0"

Dissolved CO2 Coulometric titration,
ASTM D513-11

Total Dissolved Solids Gravimetry; Method 2540 C[11

Alkalinity Methad 2320 R TN

vH (field) EPA 150.1

Specific conductance (field) Method 2510-B [11

Temperature (field) Thermocouple

Santa Margarita or base of USDW

Cations: ICP-MS,

Al Ba, Mn, As, Cd, Cr, Cu, Pb, Sb Se, 71, and Tl EPA Method 6020

Cations: ICP-OES,

Ca, Fe, K, Mg, Na, and Si EPA Method 6010B

Anions: {on Chromatography,

Br, Cl, F, NO3, and SO+ EPA Method 300.0"

Dissolved CO2

Coulometric titration,
ASTM D513-11

Isotopes: 5°C of DIC

[sotope ratio mass spectrometry

Total Dissolved Solids Gravimetry; Method 2540 C[11
Alkalinity Method 2320 B [11
H (field) FEPA 150.1

Specific conductance (field)

Method 2510-B [11

Schlumberger-Private
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Temperature (field) Thermocouple
Garzas

Cations: ICP-MS,

Al, Ba, Mn, As, Cd, Cr, Cu, Pb, Sb Se, 1, and Tl EPA Method 6020
Cations: ICP-OES,

Ca, Fe, K, Mg, Na, and Si EPA Method 6010B
Antons: {on Chromatography,
Br, CL, F, NO3, and SO4 EPA Method 300.0'
Dissolved CO2

Coulometric titration,
ASTM D513-11

[sotopes: 5°C of DIC

[sotope ratio mass spectrometry

Total Dissolved Solids

Gravimetry; Method 2540 C[11

Alkalinity Method 2320 B [11
H (field) EPA 150.1

Specific conductance (field) Method 2510-B [11

Temperature (field) Thermocouple

Note 1: ICP = inductively coupled plasma; MS = mass spectrometry; OES = optical emission spectrometry; GC-P = gas
chromatography - pyrolysis. An equivalent method may be employed with the prior approval of the UIC Program Director.

2.5 Indirect Groundwater Quality Monitoring

Indirect groundwater quality monitoring activities above the confining zone will include DAS (distributed
temperature/acoustic) monitoring and pulsed neutron monitoring in ACZ 1, OBS 1, and INJ 1 (the
injection well). Following a baseline log, DAS monitoring will be continuous throughout injection phase
and during the first three years of post-injection phase monitoring.

Puestions/Requests for {ES:
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2.6 0O, Plume and Pressure Front Tracking

CES described plans for CO:plume and pressure front tracking that include (1) the use of direct methods for
tracking the pressure front within the injection zone [40 CFR 146.90(g)(1)] and (2) direct measurements at
OBS 1 and indirect geophysical techniques to track the extent of the CO:plume [40 CFR 146.90(g)(2)].

2.6.1  COn Plume Monitoring

CES proposes direct monitoring of the extent of the CO2 plume will be accomplished by fluid sampling in the
Second Panoche Sand in the Mendota OBS 1 well to the northeast of the injection well to help confirm
predictions of CO:plume movement. The precise location of this well will be based on where the AoR
delineation model predicts detectable pressure change within 6 months and CO:saturation of 10 to 20% within
approximately one year.

Baseline sampling to monitor the CO:plume will be performed during well construction and then once prior to
injection. The monitoring frequency during the injection phase will be annual; and during the post-injection
phase, monitoring will be annual during years 1 through 3 and in years 5, 7, and 10. However, if CES
anticipates CO:saturations of 10-20% at OBS 1 within the first year of injection, it would be appropriate to
sample more frequently in the first one or two years in case the predictions are an underestimate or
overestimate. The analytical parameters are the same as those planned for groundwater quality monitoring
above the confining zone, with the additional parameter of water density.

Proposed indirect CO2 plume monitoring activities include pulsed neutron monitoring, a 3D surface seismic
survey or a combination of borehole and surface seismie, and time-lapse vertical seismic profile (VSP) survey:
»  Pulsed neutron logging within the Panoche Sands will be performed in OBS 1 and the injection
well (Mendota INJ 1) to monitor the formation CO.. Following a baseline log in each well,
pulsed neutron logging during the injection phase will be quarterly through year 1.5, then
annually afterwards; post-injection phase logging will be performed in years 1, 3, 5, 7, and 10.
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*  Time-lapse VSP surveys will be performed at Mendota OBS 1 to monitor the migration of the
plume over an area of about 100 to 2,000 acres. The surveys will be performed during well
construction to establish a baseline, and during years 2, 3, and 4 of the injection phase. There will
be no VSP monitoring during the post-injection phase.

* Surface 3D seismic surveys will be performed prior to construction to establish a baseline and in
year 3 of the injection phase. Post-injection phase 3D seismic surveys will be performed during
years 1, 5, and 10 after injection ceases.

The Testing and Monitoring Plan is unclear as to whether time-lapse VSP surveys or 3D surface seismic
surveys (or both) are planned. This decision will need to be made prior to issuing the Class VI permit (or
at least prior to authorization to inject). If CES only plans to perform time-lapse VSP, this monitoring
activity will need to extend into the post-injection phase, and the imaging will need to encompass an arca
on the larger end of the range CES identifies in order to encompass the entire 2.2 square mile AoR.

2.6.2  Pressure Front Monitoring

Proposed direct pressure front monitoring activities include continuous pressure/temperature (P/T)
monitoring and distributed temperature sensing (DTS). This monitoring will target the First, Second, and
Third Panoche Sands at Mendota OBS 1 and the injection interval at the Mendota INJ 1 injection well.
Following baseline measurements, continuous direct pressure front monitoring will occur throughout the
injection phase and in Years 1-3 of the post-injection phase. After year 3 post-injection, annual P/T
measurements will be taken (with no additional DTS).

Proposed additional pressure front monitoring will be accomplished via continuous passive seismic
monitoring to detect seismic events over M 1.0 within the AoR. The application states that there will be
multiple target locations at a combination of borchole and seismic stations within the AoR but does not
1dentify the specific locations.
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2.7 Axw/Soil or Other Testing and Monitoring

Based on the currently available information about the geologic setting (i.¢., the depth of the injection
formations and the lack of evidence for the presence of transmissive faults or fractures), surface air and/or
soil gas monitoring are not needed to detect movement of fluid that could endanger USDWs within the
AoR.

Considerations based on the resulis of Pre-Operational TestingModeling Updates:

o I based on the vesulty of planned pre-operational fexiing, wnceriainties abous the geologic

. R R A fop sreioned Fsr VIR semed iy Grid SrsEe P N
7 are identified, the need for aiv andior soil gas monitor

o o ofher moniioving will be

R SN
goonsidered,

2.8 Quality Assurance Procedures

EPA evaluated the Quality Assurance Surveillance Plan (QASP) submitted with the permit application to
verify that all of the testing activities, analytes, etc., included in the QASP are consistent with planned
njection and post-injection phase testing and monitoring. The QASP described sampling methods;
sample handling and custody; analytical methods; quality control; instrument/equipment testing,
inspection, and maintenance; data management, e.g., recordkeeping and tracking practices; and data
review, verification, and validation procedures.

Most monitoring activities listed in Attachment C: Testing and Monitoring Plan were addressed in the
QASP. The exceptions are two MITs: temperature logging and oxygen activation (OA) logging. The
procedures for these MITs should be described in the QASP as they are not sufficiently detailed and
described in the Testing & Monitoring Plan.

All of the monitoring activities listed in Attachment E: Post-Injection Site Care and Site Closure Plan
were addressed in the QASP.

{ucstionsReguests for {ES:
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3 Enclosure 2 — Evaluation of Planned Construction
and Plugging Procedures at the CES-Mendota Class
VI Site

This well construction and plugging evaluation report for the proposed Clean Energy Systems
(CES)- Mendota Class VI geologic sequestration (GS) project summarizes EPA’s evaluation of
several related activities associated with constructing and plugging the injection well and
monitoring wells associated with the planned GS project and corrective action in the area of
review. Due to the similarities of these activities, they are evaluated in a single report. These
activities are described in Attachments B, D, E, and G of the permit application. This review also
identifies preliminary questions for CES

3.1 Injection Well Construction

Section 5 of the permit application narrative and Attachment G describe the proposed injection well
construction design. The proposed injection well design is presented in Figure 1 of Attachment G and
Figure 51 of the narrative. The figure shows the position of the various casing, tubing and perforations to
be implemented in the Mendota INJ 1 injection well.

The proposed injection well will be a new vertical well, to be drilled with a deviation of less than 5
degrees. The application explains that well logs to provide formation properties and any needed formation
sampling will be run from 7,432 feet to 1,800 feet (see additional evaluation under “Pre-Operational
Testing of the Injection Well,” below). If, based on cement and casing evaluation logs, a competent
formation to set casing is found above the Third Panoche Shale, then the 9-5/8 inch hole may not be
drilled to 10,412 feet. A 7 inch, 38 Ib/ft, L-80 casing from 0 to 7,332 feet and then 7 inch 38 1b/ft L-80
13Cr casing from 7,332 feet to 10,412 feet will be run into the hole and cemented to surface. After the
cased hole logs are run, the well will be perforated and completed with an injection packer and 3-1/2 inch
L-80 13Cr tubing string. The perforation interval will be selected based on the log analysis, but is
anticipated to be from about 9,600 feet to 9,820 feet.

Well construction will provide 3 casing barriers with generously cemented annuluses covering the USDW
from the surface to 1,800 feet. Covering the USDW will be the 16 inch, 10-% inch, and 7 inch casings.

A removable 3-% inch tubing string with a retrievable seal bore packer will be used to facilitate
movement and changeout of the tubing string and allow for needed testing. The tubing string will be fitted
with nipple profiles to facilitate testing of the tubing, packers, and tubing annulus. Pressure and
temperature monitors will be installed downhole and at surface on the various annular ports for the casing
wellhead and tubing.

All casings will be cemented to surface. The application states that there are currently no known
conditions preventing bringing cement to surface without a stage collar on the surface, intermediate, and
long strings. Coverage of the annulus and cement strength will be evaluated with wireline cement bond
log (CBL) and ultra-sonic cement evaluation logs.

The conductor casing is expected to be driven but a provision has been allowed to drill a hole and cement
the casing if soil conditions do not permit driving the casing to s« feet.

The surface casing will cover the USDW at a maximum depth of 1,615 feet TVD. Surface casing depth is
expected to be 1,800 feet. Type II/V cement meets ASTM Specification C 150. It is a low alkali Portland
cement for general use and where high sulfate resistance is required.

Page 17

Schlumberger-Private

ED_006132B_00000656-00029



Clean Energy Systems Permit Application No. ROUIC-CAB-FY20-1 — EPA Response 4 - Dec 4, 2020

The intermediate casing will be set 100 feet into the top of the Moreno Shale confining zone. Cement will
be brought back to surface from 7,432 feet TVD. Class G cement is an API grade cement with
specifications defined in various API standards, primarily API Spec 10A. Pozzolan will be an additive to
reinforce the cement slurry.

The long casing string will be set 100 feet into the Third Panoche Shale but may be set higher if an
appropriate formation can be found. Cement will be brought back to surface from 10,412 feet TVD
without a need for staging equipment. The CO: resistant EverCRETE* will be taken to above the Moreno
Shale with a top of 7,332 feet to 7,000 feet. The application describes EverCRETE?* as state of the art for
storage of CO: for GS and enhanced oil recovery projects that can be incorporated into standard primary
cementing operations for zonal isolation of new CO: injection wells.

Comnendy on Well Constructon Procedures and Maverinds

The Class VI Rule requires that well component materials be compatible with the planned injectate and
formation fluids that may be encountered and can resist corrosion for the duration of the project. The
application states that materials suitable for CO: environment are clearly specified in API, ANSI/NACE
and ASTM standards and that suppliers of components will be required to demonstrate and provide
certification that their equipment has been tested and evaluated against these standards and that they are
suitable for purpose in the environment defined.

While a preliminary injectate composition is described in the narrative, the application also states that
well construction materials will be reviewed following tests of the composition, properties and
corrosiveness of the injectate. When CES provides details about the specific materials, EPA will conduct
a fuller evaluation. However, based on the impurities anticipated to be in the CO: injectate, as listed in
Table s of the narrative (i.e., H:O, Oz, Hz, N>, CO, Ar, NO, NO:, H2., and NH:), CES’s proposed
approach to construction appears to be acceptable.

The strength of all proposed well materials must be capable of resisting all of the forces encountered. The
application states that casing selection has been evaluated against industry standard worst-case loads to
determine if selected casing sizes, material thickness and grade are suitable for the environment in terms
of pressure and temperature. Where applicable, special loads were created to determine if the casing could
handle a load not covered by current standards. Areas evaluated are casing/tubing burst, collapse, axial
and compressive strengths in unilateral, bilateral and triaxial (Von Mises) load scenarios.

Tables 10 to 14 in the application narrative provide casing design specifications and details. There are
inconsistencies between the text and the casing details in Tables 13 and 14 regarding the casing grade to
be used in the surface, intermediate, and long string casings. The text states the grades as L-80 for the
intermediate casing and long string casing but T-95 in the two tables. The grades listed in Tables 13 and
14 are also inconsistent for the surface and intermediate casing strings.
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Table 13: Mendota INJ 1 casing specifications

Conductor 86 22 21 197.41 B Welded 26.13 2440 1950

Surface 1800 16 15.01 84 N80 Long 26.13 4330 1480

Intermediate | 7432 10.75 9.760 55.5 N80 Long 26.13 6450 4020

Long-siring | 7332 7 5.920 38 T-95 Long 26.13 12830 13430
Type 1

Long-string | 10412 7 5.920 38 N Long 14.92 12830 13430
95Cr13

Table 14: Mendota INJ I casing details.

Conductor 86 fi 26 in lin 22 in 197 41ppf 16997 Ibs
Grade: B
Connection:
Welded

Surface 1800 ft 20 in 0.875in 16 in 84 ppf 151200 Ibs
Grade:
Connection:
Tenaris ER
Intermediate String 7432 ft 1475 in 0.495 in 10.75in 55.5 ppf 412476 1bs
Grade:
Connection:
Tenaris Blue
Long String 7332 9.625 in 0.590 in 7.0 in 38 ppf 422792 1bs
Grade: T-95
Typel
Connection:
10412 9.625 in 0.590 in 7.0 in Tenaris Blue

38 ppf
Grade:T95-13Cr
Connection:
Tenaris Blue

The injection well construction procedures and materials are satisfactory except as discussed and noted
below.

Comments ox Lemonting

The proposed cementing procedures must provide a continuous sheath of cement from the bottom of each
casing string to the surface with placement of the surface casing below the depth of the lowermost
USDW. The application states that all three casing strings will be cemented from total depth to the surface
and will provide three casing barriers with cemented annuluses covering the USDW from surface to 1,800
feet. As noted in the geologic evaluation report, formation sampling will be performed to confirm the
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depth of the lowermost USDW; however, a surface casing depth of 1,800 feet is likely to be adequate.

CO: resistant EverCRETE cement will be placed from the total depth of the wellbore through the Panoche
Formation to above the Moreno Shale. The EverCRETE* system should provide zonal isolation during
injection, throughout the life of the well, and after plugging. CES states that it has proved to be highly
resistant to CO: attack in the most extreme laboratory conditions, including environments with wet
supercritical CO: and CO: water saturation in downhole conditions. As with the well construction
materials described above, a definitive determination of the proposed cementing plan is pending final
analysis of the injectate; however, based on the anticipated impurities in the CO: stream, CES’s proposed
cementing approach appears to be acceptable.

{ucstionsReguests for {ES:

# the cosing grade for the surface, intermedinte, ond long stving casings in the tex
i i4
k-l
» i)i'f}‘n(gé dutn from the manwfaciurer thal Jemonstrates BverU RETE is more proteciive
fand Cement under the deep well conditions of OO0 attack, How !c}??g will fBver 8L
endure under fong ferm C0- corvosive conditiony, and what data support these conclusions?
k3
% ot Feves syt fes 27 fhor fHhor s NIeY OF /\f}g s LI ent oviornal § (»
vt for insiaiial (Uii f 18383 ,7:‘:&; Uf-;:‘ N OF GiIREy L@égu{?jn?it,?; exforngi {o the
i,e 30, ;"iﬁéii is their intornal diameter, and how will they be plugged oy the end of the
k3

Considerations based on the results of Pre-Operational Testing/] %%deﬁ;zg Updures:

¥

« { EX will need (o demonytrate that the selected well component materials ave compatible with

yimil {3‘5 “L”u\ shai may be encounter é’ii ay desoribed in g ffg

5c siing, and that thev con veyist corvasion fov the duration of the project

5

smeniing specificasions may m’»’ee’f‘ i e modified based on the resulis

v The surface casing

= )

v during deilfing of the infeciion and moniioring wells fo

W

of aunalvyes of sampled formation w

(’f::sfﬁ.i e the bage of the lowermoss USEHY

v Following the pre-consfruction measurament of the composition, properiies, and corrosiveness of
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o,
oy
I

55}{% fnjeciaie, the well consiruction materials and cement will need to be veviewsd based on ¢

’

o Yhe fingl construction s

Fanache (the primary injecti

3.2 Safety Valves and Shut-Off Devices

The wellhead will be equipped with safety valves and shut-off devices at the injection system and annulus
of the well. Automatic shutdown devices would be activated under certain conditions, including when
wellhead pressure exceeds the specified shutdown pressure and/or the annulus pressure indicates a loss of
external or internal well containment.

The Emergency and Remedial Response Plan, described in Attachment F and Section 4.0 of the
application, provides a description of the events that may necessitate gradual or immediate shutdown of

the well depending on the severity of the event. Attachment A describes the shutdown procedures.

Duestions/ Reguests for CES:

v Please provide additiondd information about the tvpes of safety vadves and s
?

vill Be finked o the continuous

RS propoges fo use, in particador, please de:
infection and annulus moniioving svyiem,

&

= how fthe surface and downbcle pressure and
fesiing and Mositoring Plan.

&
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3.3 Pre-Operational Testing of the Injection Well

The proposed pre-operational formation and well testing program required at 40 CFR 146.82(a)(8) and
146.87 1s described at Section « of in the permit application narrative and in Attachment G. Attachment G
describes tests and logs to be performed: at the surface, in the surface section of wellbore, the
intermediate section of wellbore, and the total depth section of wellbore, along with tests to be performed
during and after casing installation (i.e., cement evaluation and mechanical integrity, formation CO:
saturation testing, and formation testing). The proposed testing and logging program is considered
comprehensive and acceptable, except as noted below.

{nestions/Reguests foy CES:

» Please add caliper fogy fo the logging program e, infermedicte, and fong stving

casing ave ytalled, in qocordance with 40 OFK

# ,f}i{:a:i?a uiuxf !di:iﬁ"*”m’“i’" *U{’OML’ si:is;? %fue ui?i:f{’ \e’i’i‘f@ KT A s; £ “f!é’d’ g L'Oa"iféi,f?ca m#:"f’f
G R 4687,

Cousiderarions based on the vesulis of Pro-Operationad TestingMaodeling Updates:

.3 2

= Av desoribed in other reporis {e.g., the Aok modeling evaluarion and the festing and momitoring

evaluation veporis), the proposed »nmm*fsm resting program will provide ii:j'(‘*"z IO B0 SUpport

the sefiing of operating condivions of the permit, provide fnputy for modeling o delinewie the

Final Aok and estublish o baseline for paras meters that will be measured during ingection and
post infection phases. As needed, these considerations may be revised as the veviews proceed jo
ensure thar the pre-operaional testing and logging program will collect the informution needed
i verifv the well is properly constructed, gather information om subsuriace formuations and fhad

. H i e i AT g Y
seachemistey, and addresy wll ideniified wnceriaindes,

331 Pressure Falloff Testing (PFOT)
General Comments

The proposed falloff test procedures presented in Attachment G are duplicated in Attachment C (the
Testing and Monitoring Plan), but with minor differences between the two attachments. The differences
were noted in step 18 of the Falloff Test Report Requirements and in a missing step 2 in the Evaluation of
the Test Results in Attachment C that is present in Attachment G. Also, the steps in Attachment C should
be re-numbered for consistency with Attachment G. In addition, steps 3, 4, and 5 in the Pretest Planning
section of Attachment C are inconsistent with steps 3 and 4 in Attachment G and the reference to an
appendix concerning pressure gauges is missing in Attachment C. The referenced appendix is included in
the Region 9 PFOT Guidelines document.

Ouestiony/Reguests for CEN
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= Please address the discrepancies berween Asiochmanis O and § disoussed above and provide o
.

3 Ve ; vt Gned e e vt feedd s n oy R ST e CEIEIL TN
complele and corvect copy of the proposed pressure foll-off test procedures and a copy of the

PN B 3 PO I
cad Appendix,

» Flease also include this in the Testing and Monitoring

o Plan,

The proposed PFOT procedures in Section 8 of Attachments C and G are nearly identical to the Region 9
PFOT Guidelines document, except as noted below:

3,32 Timing and of Fall-off Testing apd Report Submission
4 g }

The initial PFOT should be performed upon well completion, but before injection operations begin and
annually thereafter, as described in 40 CFR 143.87(¢)(1) and the PFOT Guidelines. See additional
discussion of the PFOT timing in the testing and monitoring evaluation report.

333 Fall-oft Test Report Regulrements

Ouestions/Reguests for CEX

Flease add “clapsed ime 7 1o the end of the Tirst bullet of Step 18 in Attachment

Planning

The ninth bullet is not included in the Region 9 PFOT Guidelines. The testing options described would be
subject to EPA approval.

Puestions/Requests for {ES:

hat the festing options fov wse of other pressure fransient vests described in the ninth

2

i3 - e F 4 e cos crsfriosod foy I3 F vy e ¢
Hudlat wnder "Plapning  ave subject o EFA approval

3.3.4  Pretest Planning

Step 3: Bottomhole pressure measurements are not only superior to surface pressure measurements but
are required in all pressure transient tests unless measurement of only surface pressures is approved in
advance by EPA. The second sentence is also not applicable to PFOTs unless approved by EPA.

Step 4: This language was added by CES and is acceptable.

Step 5: This is identical to Step 4 in the Region 9 PFOT Guidelines except for omission of the reference to
the Appendix in the Guidelines. This step is included in Attachment C, but not in Attachment G; as noted
above, EPA requests that the two attachments be consistent.

Page 33

Schlumberger-Private

ED_006132B_00000656-00035



Clean Energy Systems Permit Application No. ROUIC-CAB-FY20-1 — EPA Response 4 - Dec 4, 2020

Ouestions/Reguests for CES:

*  Please rovise By 3 under “Pretest Planning” to requive bottomboele pressure in addition 1o
surface pressure gauges for conducting PRFUTS porformed withowt advance EPA approval for use

of only surface pressure ganges.

335 Conducting the Fall-off Test

Steps 6 through 11 are not included in the Region 9 PFOT Guidelines and were added by CES. They are
acceptable with the following exception in Step 9: the maximum injection pressure should not exceed the
maximum allowable surface injection pressure specified in the permit, which will be limited based on the
formation fracture pressure and a safety factor.

Oneestions/Reguests fiov CES:

2 L MRS e { R P I WPS PUTRE SLISY § SR & A i T g oF et
= Plegse revise Siep 9 under “Conducting the Fall-off Test” 1o siate if

5
H

nof exceed the maxinmum allowable surface infection pressure specified in the permit,

33,6 Evabsation of Test Results

Step 2 in Attachment G is missing in the PFOT procedures in Attachment C but is not included in the
Region 9 PFOT Guidelines. It is an acceptable addition to the procedure, but the Attachment C and G
PFOT procedures should be consistent.

Step 3 in Attachment C (Step 4 in Attachment G), fourth bullet in the Attachment C version of the FOT
procedure omits the phrase “and skin pressure drop” that is included in the PFOT procedure in
Attachment G.

Step 5 in Attachment C (Step 6 in Attachment G) is not included in the PFOT Guidelines but is an
acceptable addition to the PFOT procedure.

The language added by CES that follows Step 5 in Attachment C (Step 6 in Attachment G) is acceptable,
but the second paragraph referring to “uvnusual petition approval conditions” is not applicable to Class VI
wells. Likewise, the discussion of comparisons of PFOT results to no-migration petition data is not
applicable to Class VI permits. However, this information may be relevant to AoR reevaluations.

Duestions/ Reguests for CES:

» Pleaze add Step 2 to the FOT procedure in ditachmeny

&

® ¢ fanguage veferving o shin pressure (o the FOT procedure in Afiachment O for
the fanguuge in Siep 4 in dtachment &G

&

%
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resulis might inform 4ok resvaluations.

3.4 Monitoring Well Construction

EPA recommends in Class VI guidance that monitoring well construction be reviewed in a manner that is
similar to the injection well review (especially for the deep ground water monitoring wells).

CES describes seven proposed monitoring wells in the Testing and Monitoring Plan and indicates that the
location and design will be finalized in a later phase of the project. EPA requests that CES provide
construction procedures and specifications for each well (particularly ACZ 1 and OBS 1) for EPA to
review in the context of updated geologic information.

Note that EPA understands that the California Regional Water Quality Control Board will need to
approve the construction of any new monitoring wells. While this will not be a UIC permit condition, it is
relevant to CES’s planning of its monitoring well network and is being shared for informational purposes.

Puestions/Requests for {ES:

ﬁffsz fe ¥ },\4 ssndersiands ;’V; f,;fm*i

i £ 3 e tr s v iy O
uwia:’ fe informaiion abour the caying, ©

Considerations based on the vesults of Pre-Operations] TestingModeling Updates:
eviewed and modified

v of the njection

P

o The moniioring z/“eiaui"w?ifufo“f desaily and lpcations will need 1o be

¥
slopie information collected during &

i f’:a??”’}{’:f P~ ’}5’/‘{5 ’im(Uéd:{ PSR XIPVE TYE.

3.5 Imection Well Pluggimg Plan

The CES injection well plugging plan in Attachment D of the application describes planned tests or
measures to determine bottom-hole reservoir pressure and planned internal and external mechanical
integrity tests. The MITs are listed in Table 1, and include an acoustic survey and temperature log, as
required by 40 CFR 146.92. It also provides information on plugs (with materials and methods noted in
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Table 2), and a narrative description of plugging procedures. The Post Plug and Abandonment Well
Diagram is provided in Figure 6.4.

i intormation

g H

g

e 93

Table 2 of Attachment D (reproduced below) presents the plugging details.

[Pug 24

(Diamneter of boring in which plug will be placed (in.)

5.92

5.92

5.92

5.92

Depth to bottom of tubing or drill pipe ()

9637

7782

1950

100

Sacks of cement to be used (each plug)

145

51

51

20

Slurry volurne to be pumped (bbl)

30

11

4

Slurry weight (Ib./gal)

15.8

15.8

15.8

15.8

Caloulated top of plug ()

8837

1650

0

Bottom of plug (ff)

9637

1950

100

Type of cement or other material

CO2
[Resistant

Class G

Class G

Class G

Balanced

(Balanced

Balanced

[Balanced

Method of emiplacement (e.g., balance method, retainer]

imethod, or two-plug method)

The bottom-most plug (the only one that is anticipated to come into contact with the CO: injectate after
injection operations cease) is to be composed of CO:-resistant cement, and the remaining plugs will be
Class G cement. It is not clear why CES is not proposing to use the same EverCRETE product that is
proposed in well construction to plug the injection well. If, based on their responses to EPA’s questions
about EverCRETE, this system is approved, it may be appropriate to use the same product when plugging
the injection well.

The plugging procedures state that the test pressure should be maintained +/- 10% for 30 minutes in order
to pass the test (page 2). The well test pressure during the plugging procedure should not change more
than 5 percent in 30 minutes.

The Injection Well Plugging Plan is subject to revisions to reflect the actual depths of the Moreno and
Panoche Formations, selection of the injection zone, and determination of the base of USDWs and final
well construction details, based on geophysical logs and interpretation of site geology after the injection
well is drilled. Estimated depths of the Moreno and Panoche Formations, injection zone, USDW base, and
significant water and hydrocarbon bearing zones encountered should be included in the well plugging
schematic.

The cement plug at the base of the intermediate casing is misplaced on the plugging diagram and in Table
2. 1t should be placed at 7,582 to 7,382 feet instead of 7,782 to 7,582 feet. The surface plug appears to be

placed from +.10 feet to the surface but is described as from 10 to o feet in the plugging diagram and in Table
2.

According to Figure 6.4, the perforations are 9,337 - 9,537 fi and the bridge plug is proposed to be set at
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9,637 fi. This would mean that the bridge plug would be set below the injection perforations, followed by
balancing a Class G cement plug across those perforations. EPA recommends the following changes to
provide a solid block of CO:-resistant cement covering the injection perforations and have the benefit of a
cement retainer on top of the block with another plug on top of that:

1. Set bridge plug at 9,637".

2. Set cement retainer at 9,237,

3. Pump CO:-resistant cement through cement retainer under pressure (to squeeze some cement into
the perforations). Use enough cement to fill the ~400° of 7 casing between the bridge plug and
the cement retainer.

4. String out of cement retainer and balance 100’ - 200" of CO: resistant cement atop the cement
retainer.

Oneestions/Reguests for CES:

« Plegge ve

oing proceduye 10 state that the test pressures shoudd be mainiained ar +

o

24 for 30 minies,

k3

s Please add ihe esfimated depihs of the Moreno and Panoche Formations, the selecied injeciion
zone, the base s ‘3} the fmvest USEHY, and 5 floand watsr and hydrocarbon saturesed tones
encousiered in the wellbore o the well plugging schemuaiic.

k3

= Please coveect oy olarifv the depnhs of the cameni plugs af the imermediate casing vhoe and the
faave of the conducior pipe o the surfoce in the plugeing dlagram and in Tubie

k3

2

Er Cose fon A : 3 s | [ U SN o rf e FAFsaer ced Phaes e ideud . N
s Plegse revise the depth and proceduves associvied with the bridge plug ot the bottom of the well

e

Page 37

Schlumberger-Private

ED_006132B_00000656-00039



Clean Energy Systems Permit Application No. ROUIC-CAB-FY20-1 — EPA Response 4 - Dec 4, 2020

ay deseribed above,

Considerations based o the vesults of Pre-Operations] TestingModeling Updates:

«  The Im ciion Well Plugeing Plan and well schemaiic will need to be revived 1o represent f:(’!“f;;’
foreno and Panoche Formations, ihe selected injection zone, and the base of the

§ USDW based on geophysicel logs and modified imierpretation of site geology afi

&

infection well is drilled and completed,

I ¥
S gecivion io ii'ijt?i?! inic the Second

Finalf well plugeing s ;’V;Q sios witl me ,
et} or the Fourth Panoche (the alternaie injection zone) and

Fanache {the primary infection lurg

reflect fﬁi:‘f;’f:‘f cd weeh ansiruciion,

3.6 Monitoring Well Plugging Plan

The proposed plugging and abandonment procedures are described in Section 7.1 of Attachment E (the
PISC and Site Closure Plan). The attachment describes generally the procedures CES will use to plug the
monitoring wells, including removal of surface fixtures; use of appropriate materials (cements and plugs)
for use in CO: environments; and performance of internal and external MITs and other logs. The
application notes that well specific procedures will be developed and submitted prior to starting

operations.

The plugging and abandonment procedures are generally satisfactory but, as noted above, monitoring well
construction information was not provided. Without well construction details and plugging schematics,
the plugging procedures are deficient and cannot be evaluated.

{nestions/Reguests foy CES:

s¢ provide proposed construction deiaily and plugping schematics for cach of the moniioring

L

wells.
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Considerations based on the resufts of Pre-Operational Testing/Modeling Updates:

TSI A SFT srrmed Fon presiiiasses 4 nes s ieceverviTiey eraetssmere Svosceaed o Fetnrd crerem Pz der 155 E g Frver e

s EPA will need to review the plugging procedures bused an wpdared geologic information and
:
;

{ fonifdoad - o a . -4
2ily ave arilied und completed.

3.7 Corrective Action on Wells in the AoR

Attachment B describes two wells within the AoR that penetrate the Moreno Shale confining zone:
Amstar 1 (drilled into the First Panoche Sands) and BB Co. 1 (drilled to basement rock). The Attachment
describes the five wellbores located within the AoR and the condition of the two deficient wellbores.

The attachment describes the process by which CES identified wells within a 2.5-mile radius of the
proposed injection well, determined which wells penetrate the Moreno Shale confining zone, and
reviewed drilling and abandonment records for the wells that penetrate the confining zone. It appears that
CES used appropriate methods to identify all artificial penetrations throughout the AoR and the list of
artificial penetrations is complete (see the AoR modeling report for additional information).

Attachment D describes the plugging procedures for the Amstar 1 and BB Co 1 wells (the two wells that
require corrective action). Figures 14 and 15 from Attachment B are inserted below to illustrate the
wellbore condition after the plugging procedure is completed in each wellbore.
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Figure 14: BB Co. I wellbore after P&A Figure 15: Amstar | wellbore after P&A operation
operation
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The Amstar 1 and BB Co 1 wells currently have only one relatively shallow casing installed (the Amstar
I has a cemented surface casing at 1,020 feet and the BB Co 1 has a cemented surface casing at 1,745
feet). Each well was drilled much deeper but no production casing was installed and instead each was
open-hole plugged and abandoned, meaning just a small plug of cement is present inside each well’s
drilled production hole. CES proposes to re-enter these two wells, drill out these plugs, and re-plug them.
Under the CES proposed plan, the two wellbores would be filled with Class G cement from total depth
upward into the surface casing and from 110 to 5 feet inside the surface casing. It is unclear why CES is
proposing the use of Class G cement, instead of a CO: corrosion-resistant cement. The depth to the base
of USDWs in each well is not provided.

CES proposes to re-plug and abandon the Amstar 1 well prior to injection operations because it is located
within 1.5 miles of the proposed injection well while the BB Co 1 well is located more than 2.32 miles
from the proposed injection well and beyond the modeled AoR. The schedule for re-plugging the BB Co
1 well is not provided except that it will be scheduled second to the Amstar 1 well.

Cluesiions/Reguesis
o The deepest
the secondary conf U?i??,{ffﬁ)??{’ s stered in the applicarion *"f’&”zw r;;‘(n?ie’f” the depil i the base of

el

CSDW fealoviated o Fhosi s Moreno Shale which is

2

LSS 1w euch of the pwo wells to be and abandoned for corveciive gefion.

]

5
2RSS
e ,;/b?z’("}\{ &

o Plegse clarify whether CES proposes to re-plug and abandon the 88 Co T well prior to

Qo cement (P,T *I’Ei eciion goiiviiies.

o {he plugping procedures for Amsiar [ ond 88 Co 7 oon pages 25 and 26 vefevence o caving
digmeter of 9§ 38 inches, however, figures 14 and 15 show that the hiole i 875 inches. 5’5’{) Tntd

ofurify the disorepancy.

7

o {diven fhat the Amsior §and 88 Co | wellbores mav evenfue

injected CO2, use of o U002 corvasion-resistant coment wil
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locaiions,

¥,

o Fligure 440 of ‘m: permil application narvative shows the cemroids of the waler w
; cations of the water wells,

AR e e P meruseifu A N T S ST Sy AE . I S
Considergtions based on the revuliy of Pre-Operational Testing/Mo

» & modeling and corveciive aofion evaluation will
comfirmation s gg‘“ifzs:;‘ fhickneases and Jepths of the injection and confining zones and the depih of
SD - ned d
k3
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4 Appendix A: Updated Tables and Figures

This section contains updated tables and figures referred to in the comments. Updated information is
shown in green in the tables. One table, Table 4-4, is a new table.

Table 4-1. List of equipment coupons with material of construction. U

Equipment Coupon

Material of Construction

Pipeline

Carbon Steel

Long String Casing (i

Carbon Steel

Long String Casing (73

Chrome Alloy

Injection Tubing Chrome Alloy
Wellhead 80 wetted surfoosy would be constoncied pey NACE
Packer Chrome Alloy

Table 4-2 Monitoring of groundwater guality and geochemical changes above the confining zone.

Target Formation | Monitoring Monitoring Spatial Coverage Frequency'®
Activity Location(s)

Quaternary / Fluid sampling Shallow monitoring | 4 shallow Baseline:

Shallow strata wells monitoring wells Year 1-2: Quarterly

sources of drinking GWI1, GW2, GW3, | cach with one Your Soinjeod {

water GwW4 sampling interval .
Year 3-5 years post injection:
Annual

Santa Margarita or Fluid sampling Mendota USDW 1 1-point location Bascline:

base of USDW Year 1-2: Quarterly

(~1616 ft MD) sed
3-5 years post injection:
Annual

Garzas
(5804-7332 ft MD)

First and Second
Panoche
(8437-9757 ft MD)

Fluid sampling

Mendota OBS 1

1 point location

Baseline;
Year 1-end of injection:
Annual

Schlumberger-Private
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Garzas DAS — Distributed Mendota ACZ 1 Distributed Continuous
(5804-7332 ft MD) | Temperature / measurement
Acoustic
First and Second DAS — Distributed Mendota OBS 1 Distributed Continuous
Panoche Temperature / measurement
(8437-9757 ft MD) | Acoustic
Garzas Pulsed Neutron Mendota ACZ 1 Survey Log Bascling;
(5804-7332 ft MD) Year 1-1.5: Quarterly

Year 1.5- through injection
period: Annual

First and Second Pulsed Neutron Mendota OBS 1 Survey Log Baseling;
Panoche Year 1-1.5: Quarterly
(8437-9757 ft MD) Year 1.5- through injection

period: Annual

First and Second
Panoche
(8437-9757 ft MD)

Note 1: Baseline is prior to CO; injection. Baseline sampling and analysis will be completed before injection is
authorized.

Note 2: Year 1 is from initial CO; injection through 1 year.

Note 3: Quarterly sampling will take place by the following dates each year: 3 months after the date of
authorization of injection, 6 months after the date of authorization of injection, 9 months after the date of
authorization of injection, and 12 months after the date of authorization of injection.

Note 4: Semi-annual sampling will be performed each year by: 6 months after the date of authorization of injection
and 12 months after the date of authorization of injection.

Note 5: Annual sampling will occur up to 45 days before the anniversary date of authorization of injection each
vear.

Note 6: Continuous monitoring is described in Table 2 of this plan.

Note 7: Changes to the ground water monitoring frequency will be with the UIC Program Directors prior approval.

Table 4-3. Mendota INJ [ casing details. |

D epth Diameter Thickness Diameter elght
Conductor 86 ft 26 in lin 22 in 197 41ppf 16997 lbs
Grade: B

Connection: Welded

Surface 1800 ft 20 in 0.875in 16 in 84 ppf 151200 Ibs
Grade: Va¢
Connection: Tenaris
ER
[ntermediate String 7432 ft 14.751in 0.495 in 10.75 in 55.5 ppf 1412476 1bs
Grade: A58
Connection: Tenaris
Blue
Long String 7332 0.625 in 0.590 in 7.0 in 38 ppf 422792 1bs
Grade: T-95 Typel
Connection: Tenaris
Blue
10412 0.625 in 0.590 in 7.0 in 38 ppl
Grade:T95-13Cr
Connection: Tenaris
Blue
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Table 4-4. Surface location of proposed shallow water wells af Mendoia site (new fable)

Mame

Surface ®

Surface ¥

Latitude

Longitude

1599623

518588

0. 75005

-120.367

GW2

1600901

36.75812

-120.362

GW3

1602629

520922.9

36. 75658

-120,356

1602630

518402.3

36. 743606

-120.356

Bz
Progure Sl
Firne Aok

iz wells]

Flanned Gas injechy !
Sy, Plugged shandongd, Wall
Surface Locatin

Figure 4-1. Mendota site location mup with COyund pressure AoR fcombination of maps from Figure 12 dttachment 8 and
Figure [ Asvachment O of the original subwission).
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S Appendix B: Monitoring and Injection Well

Schematics and Casing, Tubing, and Packer
Specifications

This section contains well schematics and casing, tubing, packer, and plugging specifications, as
appropriate, for the following wells:

%

%

%

£

£

Mendota INJ 1
Mendota USDW 1
GW 1-4

Mendota OBS 1
Mendota ACZ 1

The well schematics are not drawn to the scale. Refer fo the reference depths on the figures for formation
tops and equipment and cementing locations.
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......... T e

| I

P A rT

S\

4 32" BG/8A R
3 MDD

f 22" 157,418 B
Bl

‘(g

© 18007180
i WID/TVD
¢ 16" 848 NEO ER

33

AALTATTRR AR LA AL L
AN ‘ﬁﬁm&mﬁiﬁ&ﬁ

f3arzas 58048t

Woreno T332k

ist Panoche 8437

1st Panoche Shale 8790R
2nd Fanoche 89186
Pacher 3300

: Parforatior
Tubing Depth 2513 srforatians

3rd Panoche $957H

e R

Jrd Panoche Shale W3HE
: 0412 # D/ TVD

7% 388 795 Blue 0-73328

7" 38#% THOSCR1LS Blue

Figure 51 Mendor INJ T well schematic, including gavges and UNSDW. Updated figure.
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Cust Casing Flush with
Grade. Plate stamped
weith well name and

dete of shandonmeant

L/

3
&0
&4

1%

,
{0
53
L3
g

- k
S B,
Closs G '\
lass -
Cermant 227 BE/BE fe
o100 & MDD/ TV

LT ™
i‘;:
‘\ f.

LRI 3415 R

ﬁ;‘& &i&\\“ﬁﬁh
Gz izt

4:1

g; »

Clazs 5 Cement'k
1790-1900 & 16" 150?“:;1803 e
shoe "‘4{‘!

-
e
o
IR
2N
t‘; :
o
p\'

xxsmx\nmm

Class G Cement v

:;3 flg‘s‘?:;z,} F g asa 743277432 R
‘ BD/ TV

Shoe

00 SO3
Resistarnt Cement
BRIT 2237 &

SO0 R 02
Resistant Cement
0237 -9637

, Perforations @
SIZ7-G53F f
S13%Cr Bridee Flug &
BH3T

740412750413 £ BADSTVD

7" 3Eppf THS in 9-5/8"
hole ceomented to surface

Figure 5-2. Plug and whandonment schematio, Mendota (N I, updated to veflect formarion top sand cement plug
configurations. Updated figure.
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am 0 [
, <
P

9 5/8 " 100/100 £ MD/TVD

| 9-5/8" J-55 36ppf BTC
Conn. Class G Cement

Packer 1360t

2-3/8 1-55 4.6ppf EUE Perforations 1375~

k a -
Conn. Tubing 13871t i hvivhhelvhd M 1400 ft
S UIRIAA 1415 &

51/2 " 1500/1500 ft MD/TVD

5.5 J.55 17ppf LTC Conn
{lass G Cement

Figure 5-3. Mendota USDIV [ well schematic. New figuve.
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Table 5-1. Mendota USBW | Casing desary ission with ne cho

Hon (Tabie 2 from the srigine! sub

16

Conductor | 86 16 Conductor will be augered wit ole and cement
grouted in annulus

Surface 9851 8.75 1500 ft will cover any potential freshwater aquifers
The lowest USDW level is estimated to be 1415 ft.
The string will be perforated or allow monitoring of
the USDW Length may vary slightly in locating a
formation with sufficient strength to provide a

competent casing shoe.

Table §-2. Mendota UNDIV 1 casing specificanions (Table 4 from the origingl subwission with vo changes).

g

Surface 1800 55 4.892 17 J-55 Long 26.13 5320 4910

Table 523, Meadoto USINY ] tihing specifications (Table § of the origingd submnission with noe changes)

2-3/8 | 1387 2375 1.995 4.6 J-55 Long 7700 8100
Tubing
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Fable 54, Mendota UNDW 1 packer specification (Table § of the ariginal subsission with no changes}.

Cast Iron Weld | 1360 6 17 N/A N/A
on for Water
Well

Page 5t
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Cut Casbng 5 & badow Seoural ol Pl bode with
Portland Caenent 1o sbove Ground, Plote Bampel with
gl narne and date of shandorrsen

S 5/8 7 1007100 B MDITVD

DRARY M 323 ppd ST
Corws Chans 0 Cammant

Perforations
Flug 5- 1500 R 1375 1400 &

5 142 7 1500/1500 &
BD/TVD

Figure 5-4. Plug and abandon schematic Mendote USDIV 1. New figure.
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Table 5-5. Mendota USBW § plugging specification (Table 7 of the origingl submission with no change).

Plug Information Plug #1

Diameter of boring in which plug will be placed (in.) 4.892

Depth to bottom of tubing or drill pipe (ft) 1500

Sacks of cement to be used (cach phug) 105

Slurry volume to be pumped (bbl) 34.8

Slurry weight (1b./gal) 12.6

Calculated top of plug (ft) 5

Bottom of plug (ft) 1500

Type of cement or other material Class A/Bentonite
Method of emplacement (e.g., balance method, retainer method, or two- [Balanced

tug method)

Schlumberger-Private
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4" Schedule 40 PVC
Casing.
150 ft MD/TVD.

2.5" PVYC Schedule 40
Tubing
145t

Mitrile Elastometer
Packer 135 ft

12.25" Hole
PVC slotted 140-150ft

Cement/Benonite Slurry
0-140ft

Gravel 140-150#t

2\ 41/2 " 150/150 ft MD/TVD

Figure 5.5, Plug and abandowment GW [-4 well schemaric. New figure.
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Cut Casing 57t below Ground level. Fill hole with
Portland Cement to sbove Ground. Plate Stamped with
well name and date of sbandonment

Cement Bentonite Plug A7~
5-150 ft Vo

41/27 15001508
' BAD/TVD

Figupre 5-6. GW 14 plug and abandon. New figure.
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Fable 5-6. Mendota GW 1-4 plugging specification {ovigingl Table § with no changes)

two-plug method)

Plug Information Plug #1

Diameter of boring in which plug will be placed (in.) 4 00

Depth to bottom of tubing or drill pipe (ft) 150

Sacks of cement to be used (cach plug) 7

Slurry volume to be pumped (bbl) 2.33

Slurry weight (Ib./gal) 12.6

Calculated top of plug (ft) S

Bottom of plug (ft) 150

Type of cement or other material Class A/Bentonite
Method of emplacement (e.g., balance method, retainer method, or |Balanced

Schlumberger-Private
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e

N

Class & Cement I-R65 |

b J
[ 15" 95/86 # MD/TYD
| 16" 65ppf HAD STC

i 20" hele

Class 5 Cement (18007

LA 1818 &

B5/8 " 1800/1800 &
MD/TVD

9 5/8" 43.5ppf 155 810
13 1/2" hele

02 resistant Cement 0-98511

Garzas 5804H i‘
Morenc §F3E21 §
j

1st Panoche B437§

ist Panoche Shale 87968
Znd Panoche 83185

3rd Panoche 9857R
5 3/2% 23ppi LB

5 1/2" 23ppf 130r 95 Blus 60%-0B51R
B 3/4" hole

Figure 5-7. Mendota GBS I monitoring well schematio. New figure.
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Table 5-7. Mendota OBS [ casing description (eviginal Table @ with no chang

ole and cement

Conductor | 86 20 Conductor will be augered with 20
grouted in annulus

Surface 1800 13.5 1800 ft will cover any potential freshwater aquifers
and provide sufficient kick tolerance for the
intermediate string. Length may vary slightly in
locating a formation with sufficient strength to provide
a competent casing shoe.

Long-string | 9851 8.5 Casing shoe will be set at the lower end of the 2%
Panoche Sands for monitoring purposes

dfication (origingd Table 10 with no chunges)

Fabde 5-8. Mendota OB 1 casing spe

Conductor | 86 16 152 65 H40 Short 26.13 1640 63
Surface 1800 9.625 8.755 435 J55 Long 26.13 4350 3250
Long- 0-6090 | 5.5 4.892 23 L.80 Long 26.13 7740 6290
string

Long- 6090- |55 4.892 23 TN 95 | Long 26.13 12540 12930
string 9851 13Cr

Table 5-9. Mendota tubing specification (ovigingd Table 11 with no clunges)

2-3/8 7219 2375 1.995 4.6 L80 13Cr | Long 11200 11780
Tubing
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Fabde 5-10. Mendowy OBS I Packer Specification {origing] Table 17 with no changes)

Seal Bore Packer | 9300 64 23 .437 3.003
Super 13Cr

Tuble 5-11. Mendota OBS 1 packer vating (original Tuble 13 with no changes)

133.12@250degF | 10000 10000 4.778 4.670
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Cut Casing & 1t balow Ground Level hole with Portland
Cement to above Ground, Plate Stamped
date of ahandenment

with well neme and

Class G Cement
OO0

16 " B6/86 F MD/TVD
15" E5ppf HAG §TC
20" hole

RISURA 141E R

120722717227777;

i

Class G Cement Plug k
1900-1 700 FE/B Y 1800 1R00 T
A WD/ TVD
5 5/8" 43.5ppf 155 BIC
A 13 1/2° hole

02 resistant Cermant P
B736-34R68
Perforations
B336-3586%
13Cr Bridge Plug R485ft

S 373U BRSISORET & MDSTVD
51427 Zlppf LR0 Blue D-6000R

5 1/2% Z23ppf 130y 95 Blue 609098511
3 3/4° hole

Figure 3-8, Mendota ORY | moaiior well plug und abandon. New figure,
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Fabde 512 Mendowy OBS I plugging specification (origingl Table 14 with no changes).

Plug Information Plug #1 Plug #2  Plug #3

Diameter of boring in which 14,670 A.670 A4.670
fug will be placed (in.)

Depth to bottom of tubing or 19851 9851 9851

drill pipe (ft)

Sacks of cement to be 73.8 19.63 9.77

used (each plug)

Sharry volume to be 15.9 4.23 2.11
umped (bbh)

Shurry weight (Ib./gal) 15.8 15.8 15.8

Calculated top of plug (ft) 3736 1700 5

Bottom of plug (ft) 9486 1900 100

Type of cement or other CO2 Class G [Class G

material Resistant

Method of emplacement (e.g,, |Balanced |Balanced [Balanced

balance method, retainer

method, or two-plug method)
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a5 “"*\

=
i

{lass G Cement 0-73325

Garzas 3904k |

Perforations7207

7I32%

ang F33

Figure 5-9. Mendota ACZ 1 well schematic. New figure.

)

ti

’
3 167 86/86 ft MD/TVD
16" G5ppf HAD STC

4 {onn.

33333338

T65/87 1800/1800 R
ARAD/TVD

A 9 5/8" 43,5ppt -5 BTC
1Conn,

§ Geiker TITT R

" 23/8" 4 bppf LBOEUE
| b conn, 7218 7

51/2 7 7332/7332 ft MD/TVD
51/2" 17ppf L8O LTC Conn,
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Table 5-13. Mendota 40K 1 lescription (original Table {5 with ne changes).

Conductor | 86 20 Conductor will be augered with 20
grouted in annulus

Surface 1800 13.5 1800 ft will cover any potential freshwater aquifers
and provide sufficient kick tolerance for the
intermediate string. Length may vary slightly in
locating a formation with sufficient strength to provide
a competent casing shoe.

Long-string | 7332 8.5 Casing shoe will be set at the bottom of the Garzas
Sands for monitoring purposes

ole and cement

Fable S-J4. Meswdotn ACE T casing specifications foriginal Table 16 with wo chonges

Conductor | 86 16 152 65 H40 Short 26.13 1640 63
Surface 1800 9.625 8.755 435 J55 Long 26.13 4350 3250
Long- 7332 55 4.892 17 L.80 Long 26.13 7740 6290
string

Table 5-15. Mendota ACF I tubing specification (original Table 17 with no changes).

2-3/8 7219 2375 1.995 4.6 L80 Long 11200 11780
Tubing
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Fabde 5-16 Mendowa ACT T packer specifications (ovigingd Table 18 with no changes}).

Seal Bore Packer | 7717 64 17 .563 3.003
Low Carbon
Alloy Steel

FTuble 5-17. Mendota ACZ } packer rating (origingd Tuble 19 with no changes).

133.12@250degF | 10000 10000 5.012 4.892
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Cut Casing & ft below Ground Level, Fill hole with Portland
Cement to shove Ground. Plate Stamped with well name and
date of abandonment

Class G Cement ’§

Plug 100-5 ft

[ 16" 65ppf H40 STC

4 Conmn.
; A E4LE &

N 16 ¥ 86/86 ft MD/TVD
N

1900-1700 ft

Class G Cement Piug ‘ %
- Ealg

95/8 " 1800/1800 ft
A MD/TVD

| 19 5/8" 43.5ppf 1-55 BTC
e 1 Conn.

- § Class G Cement Plug
‘ 7332-6707 ft

Perforations?7207 -
7232 H

" 7332/7332 £ MB/TVD
5 1/2” 17ppf L8O LTC Conn,

Figure 5-10. Mendota ACE I plug and abandon. New figure.
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,,,,,

Plug Information Plug #1 Plug #2  Plug #3

Diameter of boring in which 14,892 4.892 4.892
fug will be placed (in.)

Depth to bottom of tubing or 7332 7332 7332

drill pipe (ft)

Sacks of cement to be 67.3 21.48 10.74

used (each plug)

Slurry volume to be 14.52 4.64 2.32
umped (bbh)

Shurry weight (Ib./gal) 15.8 15.8 15.8

Calculated top of plug (ft) 6707 1700 5

Bottom of plug (ft) 7332 1900 100

Type of cement or other ClassG |Class G [Class G

material

Method of emplacement (¢.g., |Balanced |Balanced [Balanced

balance method, retainer

method, or two-plug method)
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6 Appendix C: Updated Pressure Falloff Test
Procedures

6.1 Purpose
The purpose of this test is to identify injection interval or wellbore problems and injection

interval characteristics. It is the responsibility of the permittee to develop a testing procedure
which will generate adequate data for a meaningful analysis.

6.2 Regulatory Citation

The Class VI Rule requires monitoring of the pressure buildup in the injection zone at least every
five (5) years and more frequently if required by the UIC program director [40 CFR 146.90(%),
including at a minimum, shut down of the well for a time sufficient to conduct a valid
observation of the pressure falloff. This test is known as the formation pressure talloff test.

6.3 Timmg of Falloff Tests and Submission

Falloff tests must be conducted within one year from the date of the original petition approval
and annually thereafter. The time interval for each test should not be less than 9 months or
greater than 15 months from the previous test. This will ensure that the tests will be performed at
relatively even intervals throughout the duration of the petition approval period. Operators can,
at their discretion, plan these tests to coincide with the performance of their annual state MIT
requirements as long as the time requirements are met. The falloff testing report should be
submitted no later than 60 days following the test. Failure to submit a falloff test report will be
considered a violation of the applicable petition condition and may result in an enforcement
action. Any exceptions should be approved by EPA prior to conducting the test.

6.4 Fall Off Test Report Requirements

In general, the report to EPA should provide general information and an overview of the falloff
test, an analysis of the pressure data obtained during the test, a summary of the test results, and a
comparison of the results with the parameters used in the no migration demonstration. Some of
the following operator and well data will not change so once acquired, it can be copied and
submitted with each annual report. The falloff test report should include the following
information:

1. Company name and address

2. Test well name and location

3. The name and phone number of the facility contact person. The contractor contact may
be included if approved by the facility in addition to a facility contact person.

4. A photocopy of an openhole log (SP or gamma ray) through the injection interval
illustrating the type of formation and thickness of the injection interval. The entire log is
not necessary.

5. Well schematic showing the current wellbore configuration and completion information:

s  Wellbore radius
e Completed interval depths
e Type of completion (perforated, screen and gravel packed, openhole)

Page 66

Schlumberger-Private

ED_006132B_00000656-00068



Clean Energy Systems Permit Application No. ROUIC-CAB-FY20-1 — EPA Response 4 - Dec 4, 2020

=

*

10.

1.

12.
13.

14.

15

16.

Depth of fill depth and date tagged.
Offset well information:
e Distance between the test well and offset well(s) completed in the same interval
or involved in an interference test
¢ Simple illustration of locations of the injection and offset wells
Chronological listing of daily testing activities.
Electronic submission of the raw data (time, pressure, and temperature) from all pressure
gauges utilized on a floppy disk or CD-ROM. A READ ME file or the disk label should
list all files included and any necessary explanations of the data. A separate file
containing any edited data used in the analysis can be submitted as an additional file.
Tabular summary of the injection rate or rates preceding the falloff test. At a minimum,
rate information for 48 hours prior to the falloff or for a time equal to twice the time of
the falloff test is recommended. If the rates varied and the rate information is greater than
10 entries, the rate data should be submitted electronically as well as a hard copy of the
rates for the report. Including a rate vs time plot is also a good way to illustrate the
magnitude and number of rate changes prior to the falloff test.
Rate information from any offset wells completed in the same interval. At a minimum,
the injection rate data for the 48 hours preceding the falloff test should be included in a
tabular and electronic format. Adding a rate vs time plot is also helpful to illustrate the
rate changes.
Hard copy of the time and pressure data analyzed in the report.
Pressure gauge information:
e List all the gauges utilized to test the well
e Depth of each gauge
e Manufacturer and type of gauge. Include the full range of the gauge.
e Resolution and accuracy of the gauge as a % of full range.
e (Calibration certificate and manufacturer's recommended frequency of calibration
General test information:
e Date of the test
e Time synchronization: A specific time and date should be synchronized to an
equivalent time in each pressure file submitted. Time synchronization should also
be provided for the rate(s) of the test well and any offset wells.
e Location of the shut-in valve (e.g., note if at the wellhead or number of feet from
the wellhead)

. Reservoir parameters (determination) :

e Formation fluid viscosity, pr cp (direct measurement or correlation)
Porosity, ¢ fraction (well log correlation or core data)
Total compressibility, ¢ psi”! (correlations, core measurement, or well test)
Formation volume factor, rvb/stb (correlations, usually assumed 1 for water)
Initial formation reservoir pressure

e Date reservoir pressure was last stabilized (injection history)

e Justified interval thickness, h ft
Waste plume

e Cumulative injection volume into the completed interval

e Calculated radial distance to the waste front
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e Average historical waste fluid viscosity, if used in the analysis
17. Injection period:
e Time of injection period
e Type of test fluid
e Type of pump used for the test (e.g., plant or pump truck)
e Type of rate meter used
e Final injection pressure and temperature
18. Falloff period:
e Total shut-in time, expressed in real time and elapsed time
e Final shut-in pressure and temperature
e Time well went on vacuum, if applicable
19. Pressure gradient:
e Gradient stops - for depth correction
20. Calculated test data: include all equations used and the parameter values assigned for
each variable within the report
Radius of investigation
Slope or slopes from the semilog plot
Transmissibility
Permeability
Calculation of skin
Calculation of skin pressure drop
Discussion and justification of any reservoir or outer boundary models used to
simulate the test
e Explanation for any pressure or temperature anomaly if observed
21. Graphs:
e Cartesian plot: pressure and temperature vs. time
e Log-log diagnostic plot: pressure and semilog derivative curves. Radial flow
regime should be identified on the plot
e Semilog and expanded semilog plots: radial flow regime indicated and the
semilog straight line drawn
e Injection rate(s) vs time: test well and offset wells (not a circular or strip chart)
22. A comparison of all parameters with those used in the petition demonstration, including
references where the parameters can be found in the petition.

23. A copy of the latest radioactive tracer run to fulfill the annual mechanical integrity testing

requirement for the State and a brief discussion of the results.

24. Compliance with any unusual petition approval conditions such as the submission of an
annual flow profile survey. These additional conditions may be addressed either in the
annual falloff testing report or in an accompanying document.

6.5 Planning
The radial flow portion of the test is the basis for all pressure transient calculations. Therefore,

the injectivity and falloff portions of the test should be designed not only to reach radial flow, but

to sustain a time frame sufficient for analysis of the radial flow period.
General Operational Concerns
Successful well testing involves the consideration of many factors, most of which are within the
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operator’s control. Some considerations in the planning of a test include:

Adequate storage for the waste should be ensured for the duration of the test

Offset wells completed in the same formation as the test well should be shut-in, or at a
minimum, provisions should be made to maintain a constant injection rate prior to and
during the test

Install a crown valve on the well prior to starting the test so the well does not have to be
shut-in to install a pressure gauge

The location of the shut-in valve on the well should be at or near the wellhead to
minimize the wellbore storage period

The condition of the well, junk in the hole, wellbore fill or the degree of wellbore damage
(as measured by skin) may impact the length of time the well must be shut-in for a valid
falloff test. This is especially critical for wells completed in relatively low
transmissibility reservoirs or wells that have large skin factors.

Cleaning out the well and acidizing may reduce the wellbore storage period and therefore
the shut-in time of the well

Accurate recordkeeping of injection rates is critical including a mechanism to
synchronize times reported for injection rate and pressure data. The elapsed time format
usually reported for pressure data does not allow an easy synchronization with real time
rate information. Time synchronization of the data is especially critical when the analysis
includes the consideration of injection from more than one well.

Any unorthodox testing procedure, or any testing of a well with known or anticipated
problems, should be discussed with EPA staff prior to performing the test.

Other pressure transient tests may be used in conjunction or in place of a falloff test in
some situations. For example, if surface pressure measurements must be used because of
a corrosive wastestream and the well will go on vacuum following shut-in, a multi-rate
test may be used so that a positive surface pressure is maintained at the well. However,
other pressure transient tests will be subject to EPA approval prior to the application.

If more than one well is completed into the same reservoir, operators are encouraged to
send at least two pulses to the test well by way of rate changes in the offset well
following the falloff test. These pulses will demonstrate communication between the
wells and, if maintained for sufficient duration, they can be analyzed as an interference
test to obtain interwell reservoir parameters.

6.6 Pretest Planming

1.

Determine the time needed to reach radial flow during the injectivity and falloff portions
of the test:
e Review previous well tests, if available
e Simulate the test using measured or estimated reservoir and well completion
parameters
e (Calculate the time to the beginning of radial flow using the empirically-based
equations provided in EPA Region 9 falloff testing guideline
(https://archive.epa.gov/region9/water/archive/web/pdf/falloff-testing-
guidlines.pdf). The equations are different for the injectivity and falloff portions
of the test with the skin factor influencing the falloff more than the injection
period.

Page 6%

Schlumberger-Private

ED_006132B_00000656-00071



Clean Energy Systems Permit Application No. ROUIC-CAB-FY20-1 — EPA Response 4 - Dec 4, 2020

6.7

2.

=

1.
2.

Conducting the Falloff Test

¢ Allow adequate time beyond the beginning of radial flow to observe radial flow
so that a well-developed semi log straight line occurs. A good rule of thumb is 3
to 5 times the time to reach radial flow to provide adequate radial flow data for
analysis.
Adequate and consistent injection fluid should be available so that the injection rate into
the test well can be held constant prior to the falloff. This rate should be high enough to
produce a measurable falloff at the test well given the resolution of the pressure gauge
selected. The properties of the fluid should be consistent. Any mobility issues should be
identified and addressed in the analysis if necessary.
Bottomhole pressure measurements are required.
Use two pressure gauges during the test with one gauge serving as a backup, or for
verification in cases of questionable data quality. The two gauges do not need to be the
same type.

Tag and record the depth to any fill in the test well
Simplify the pressure transients in the reservoir

e Maintain a constant injection rate in the test well prior to shut-in. This injection
rate should be high enough and maintained for a sufficient duration to produce a
measurable pressure transient that will result in a valid falloff test.

e Offset wells should be shut-in prior to and during the test. If shut-in is not
feasible, a constant injection rate should be recorded and maintained during the
test and then accounted for in the analysis.

e Do not shut-in two wells simultaneously or change the rate in an offset well
during the test.

The well must be shut-in at the wellhead or as near to the wellhead as feasible in order to
minimize wellbore storage and after flow. The shut-in must be accomplished as
instantaneously as possible to prevent erratic pressure behavior during the test.

Maintain accurate rate records for the test well and any offset wells completed in the
same injection interval.

Measure and record the properties of the injectate periodically during the injectivity
portion of the test to confirm the consistency of the test fluid.

The surface readout downhole pressure gauge must be located at or near the top of the
injection interval, unless previous testing indicates a more appropriate location. A
surface readout should be provided to allow flexibility in determining appropriate
pressure measuring and recording time intervals and to ensure valid test data is generated
and false testing runs can be identified and aborted.

The injection rate and injection liquid density for the test must be held constant prior to
shut-in.

The injection rate must be high enough and continuous for a period of time sufficient to
produce a pressure buildup that will result in valid test data.

The injection rate must result in a pressure buildup such that a semi log straight line can
be determined from the Horner plot. The injection rate should be the maximum injection
rate that can be feasibly maintained constant in order to maximize pressure changes in the
formation and provide valid test results, but the injection pressure will not exceed the
maximum allowable surface injection pressure specified in the permit.
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10. If the stabilization injection period is interrupted, for any reason and for any length of
time, the stabilization injection period must be restarted.

11. The falloff portion of the test must be conducted for a length of time sufficient such that
the pressure is no longer influenced by wellbore storage or skin effects and enough data
points lie within the infinite acting period and the semi log straight line is well developed.

6.5  Bvaluation of the Test Results

A licensed geologist or licensed professional engineer, licensed by the Board for Professional
Engineers, Land Surveyors, and Geologists to practice geology or engineering in California and
knowledgeable in the methods of pressure transient test analysis, must evaluate the test results.

1. The following information and evaluations must be provided with the test report:
e Prepare a Cartesian plot of the pressure and temperature versus real time or
elapsed time.
e Confirm pressure stabilization prior to shut-in of the test well
2. Look for anomalous data, pressure drop at the end of the test, determine if pressure drop
is within the gauge resolution
3. Prepare a log-log diagnostic plot of the pressure and semi log derivative. Identify the
flow
e regimes present in the well test
e Use the appropriate time function depending on the length of the injection period
and variation in the injection rate preceding the falloff
e Mark the various flow regimes - particularly the radial flow period
e Include the derivative of other plots, if appropriate (e.g., square root of time for
linear flow)
e Ifthere is no radial flow period, attempt to type curve match the data
4. Prepare a semi log plot.
e Use the appropriate time function depending on the length of injection period and
injection rate preceding the falloff
e Draw the semi log straight line through the radial flow portion of the plot and
obtain the slope of the line
e Calculate the transmissibility
e Calculate the skin factor and skin pressure drop
e Calculate the radius of investigation
5. Explain any anomalous data responses. The analyst should investigate physical causes
other than reservoir responses.
6. All equations used in the analysis must be provided with the appropriate parameters
substituted in them.

Note: Tests conducted in relatively transmissive reservoirs are more sensitive to the
temperature compensation mechanism of the gauge, because the pressure buildup response
evaluated is smaller. For this reason, the plot of the temperature data should be reviewed.
Any temperature anomalies should be noted to determine if they correspond to pressure
anomalies.
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